Service-Information

Group 3] July Bulletin No.:
Front Fork 1983 31 008 83 (2079)

- For U.5.A. and Canada Only -

RE: OIL CHANGE IN TELESUUKLIL FURK

Dear Dealer:

The different telescopic forks of particnlar BMW
motorcycle models require different oil quantities. The
table below provides an actual breakdown:

R65, RE5LS 190 + 10 cc
REOGS 220 + 10 cc
R8OST 7190 + 10 cc
R50/5 - RIOORS, up to

Mod. 81 _"250 T 10 co
REORT, R10Q, RLOOCS,
RlODRT R100RS, after o

Mod. 81 7220°% 10 cc

You can obtain the proper shock absorber 0115 when orderlng
parts: - .- . . :

Parts No. 31 32 971962902  <'Z.5 1.
You hawve a cﬁoice of the fblioﬁing prodﬁétsJ

Shock absorber oil SHELL 4001

BP Acre Hydraulic

Castrol Shock Absorber 0il 1/-318

SHELL Aero Fluid 4

Castrol DB Hydraulic Fluid

Shock absorber oil, Aral 1010

Premium Fork Lubricant, Spectro SAE 10
(competition grade - only for sports operation)

BP - (Olex HLP 2849

Shock abscorber oil Aral P 3441

Shoock absorber o1l Mobil Aero HPA

Shock absorber oil Mobil DTE 11

Telescopic fork oil ESS0O Univis 13

Golden Spectro Suspension Fluid Very Light

Castrol AWH 15

Castrol LHM (preterably tor temperatures below 0°C)

Bel-Ray-TFork 0il with "Seal Swell" SAE 5

FPlease routs and initial belure Tiling
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The telescopic fork oil should be replaced every 10,000 miles
or al lcasct once a ycar. .

Yours truly,

BMW OF NORTH AMERICA, INC.

Richard Dampf
National Technical Manager

RD/cs
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